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Information on standard expansion screws. 



If you use expansion screws with a wide expansion screw holder, cut a slot into the model 
instead of drilling a hole. You can also shorten the expansion screw holder and fix the screw 
using sticky wax. 
To guarantee sufficient stability, surround the expansion screw with a 1 mm layer of acrylic 
on all sides. Leave a 1 mm gap between the expansion screw and the model for the acrylic.

The screw needs to be surrounded by acrylic to function properly. Ensure that the 
screw body and the spindle fit closely against the acrylic. The holes on the screw 
body should be completely filled with acrylic.
Make sure to avoid bubbles when applying the material during salt and peppering. When 
using the doughing technique, make sure to surround the screw with acrylic powder first.
The soft acrylic can be separated with a scalpel along the saw cut. After polymerization,  
remove the top and bottom part of the plastic holder with pliers.

After finishing and sanding, draw the saw cut on the acrylic and make the cut with an 
appropriate hand saw. Alternatively, cut the acrylic with a thin separating disc. Make sure to 
spare the guide pins of the screw.

Open the screw with the activating key about 10 quarter turns in the di rection of the arrow. 
We recommend doing this on the same day of processing the acrylic. If the screw is difficult 
to reach, bend the anterior quarter of the activating key to 60°.
Remove the remains of the expansion screw holder and smooth out the sharp edges along 
the saw cut. Close the screw in the opposite direction of the arrow. Make sure to make 
the same number of quarter turns to close the screw as you did before to open it.

Processing instructions.

Determine and mark the position of the cone-shaped expansion screw. Drill a hole for the 
expansion screw holder at the marked position. Select the expansion screw according to the 
intended purpose and mark the saw cut on the model. 
Fix the expansion screw in the hole using thermo wax. Alternatively, shorten the expansion 
screw holder and fix the screw in the correct position on the model with sticky wax without 
drilling a hole.
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Product program.

Designation REF Figure

Standard expansion screw
Mini

A (cone-shaped holder) 
B (wide holder)

A
600-300-10 (1 piece)
600-300-30 (10 pieces)
600-300-60 (100 pieces)

B
600-320-10 (1 piece)
600-320-30 (10 pieces)
600-320-60 (100 pieces)

Standard expansion screw 
Medium 

A (cone-shaped holder) 
B (wide holder)

A
600-301-10 (1 piece)
600-301-30 (10 pieces)
600-301-60 (100 pieces)

B
600-321-10 (1 piece)
600-321-30 (10 pieces)
600-321-60 (100 pieces)

Standard expansion screw 
Maxi 

A (cone-shaped holder) 
B (wide holder)

A
600-302-10 (1 piece)
600-302-30 (10 pieces)
600-302-60 (100 pieces)

B
600-322-10 (1 piece)
600-322-30 (10 pieces)
600-322-60 (100 pieces)

Standard expansion screw 
Magnum

600-303-10 (1 piece)
600-303-30 (10 pieces)
600-303-60 (100 pieces)

A B

A B

A B
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  For more information on our products and services, please visit www.dentaurum.com

Date of information: 08/16

Subject to modifications

Like us on Facebook! Visit us on YouTube!


